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F I N I S H
satin brass

D I M E N S I O N S  (body of f ixture) 
900 x 116 mm (w x d)
height variable

please specify 
- the length of the longest drop (fully customisable)
- the length of the shortest drop (min 150 mm)

W E I G H T
variable

I L L U M I N A T I O N
220-240v - 4 x G9 - 25w max halogen (or 2.3w LED 2700k)
110-130v - 4 x G9 - 25w max halogen (or 2.3w LED 2700k)

D I M M I N G
dimmable bulb required
trailing edge dimmable / phase cut (rotary dimmer) - standard 
DALI option available (220-240v only)

C E I L I N G  R O S E  /  P L A T E
rectangular ceiling plate - 900 x 116 mm (w x d)

C E R T I F I C A T I O N

SKU NUMBER FINISH DESCRIPTION

ACCCLULO04SB satin brass

M E Z Z O  P E N D A N T  C L U S T E R  L O N G  4

IP20

*Diagrams are not to scale.
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M E Z Z O  P E N D A N T  C L U S T E R  L O N G  4  -  D A L I - A

F I N I S H
satin brass

D I M E N S I O N S  (body of f ixture) 
900 x 116 mm (w x d)
height variable

please specify 
- the length of the longest drop (fully customisable)
- the length of the shortest drop (min 150 mm)

W E I G H T
variable

I L L U M I N A T I O N
220-240v - 4 x G9 - 25w max halogen (or 2.3w LED 2700k)
DALI converter to be installed in the cavity

D I M M I N G
dimmable bulb required
DALI compatible

C E I L I N G  R O S E  /  P L A T E
rectangular ceiling plate - 900 x 116 mm (w x d)

C E R T I F I C A T I O N

IP20

SKU NUMBER FINISH DESCRIPTION TYPE OF DALI

ACCCLULO04SB-DALIA satin brass DALI A included - For lights that do not require aesthetic alterations. Dali can be 
fitted inside the ceiling/wall cavity

mounting plate dimensions 
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DALI converter dimensions 

130mm (5.1)
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